
LEADING AQUEOUS OZONE SOLUTIONS 
FOR ADVANCED CLEANING & SANITATION

Simple Sustainable Safe Smart

Refining Cleaning, Revolutionizing Standards

Shaping a Better Future



BioSure’s patented Electrolytic Ozone Generation (EOG) technology generates dissolved ozone 
through water electrolysis, offering a safe, reliable, and chemical-free solution for cleaning and 
disinfecting hard surfaces. After use, the ozone decomposes into water and oxygen, leaving no 
harmful residues. It effectively eliminates bacteria, yeast, molds, viruses, breaks down organic soils, 
and neutralizes odors.

BIOSURE ELECTROLYTIC AQUEOUS OZONE

Revolutionizing Professional Cleaning

Easy 3-Step Way to Clean with BioSure

Simplified Operation:

Health & Safety:

Property Protection:

Food-Safe Cleaning:

Easy and Sustainable:

- Keep surfaces and equipment safe from corrosive chemical damage.

- Protect staff and customers from harmful chemical exposure.

- Say goodbye to mixing, handling and storing traditional chemicals.

Upgrade Your Cleaning Approach

- Clean safely without worrying about food contamination or needing a terminal rinse.

- Achieve effective cleaning with user-friendly, chemical-free solutions.

No Nitric CorrosionNo Chemical Additives No pH Changes No Residues

STEP 1

Oxygen (O2) in water is safely 
separated and converted into 
aqueous ozone (O3) through 
electrolysis.

STEP 2

Aqueous ozone (O3) targets and 
breaks down microorganisms and 
organic dirt for easy removal.

STEP 3

After cleaning, the aqueous 
ozone naturally reverts back 
to water and O2.

Clean, Sanitize, and Deodorize – A Complete Solution in One.

Deep Clean, Stay Static-Free, Dust-Free

Our aqueous ozone’s powerful oxidation removes oils, dirt, 
and organic matter from hard surfaces, reducing static and 
preventing dust accumulation, keeping surfaces clean for 
days. Ideal for mirrors, windows, and glossy surfaces.
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HORECA

Ice Maker  Service Laundry ServiceWater System Service

Health Care

Dishwash Service

Education Institution

BioSure’s aqueous ozone is widely used across food service, healthcare, education, and institutional 
facilities, outpacing traditional chemicals. It delivers superior performance, cost savings, and 
environmental benefits. Our technology provides efficient, eco-friendly cleaning solutions that uphold 
high hygiene standards, support public health, and promote sustainable practices.

Safer for Your Business and Customers

BioSure’s aqueous ozone is globally recognized for its safety and compliance by leading regulatory 
authorities.

USEPA Est. Reg. No. 96290

Nonfood Compounds
Program Listed NSF01

C0642032

FDA Safe Designation: 21CFR184.1563

USEPA Est.: 96290-TX-1 

NSF Reg.: 01-C0642032

ARTG ID: 414815

OSHA: < 0.1 ppm PEL 

BPR, Regulation (EU) 528/2012 Authorized

UNE-EN 13697:2015+A1:2020
Bactericidal and/or fungicidal effect of disinfectants on non-porous surfaces in various areas (quantitative test) 

UNE-EN 13624:2022
Fungicidal or yeasticidal effect of disinfectants (quantitative suspension test in pharmaceuticals)

UNE-EN 13727:2012+A2:2015
Bactericidal activity of disinfectants in the medical field (quantitative suspension test)

UNE-EN 14476:2019+A2
Virucidal activity of disinfectants and antiseptics in the medical field (quantitative test)

UNE-EN 16777:2019
Virucidal activity of disinfectants on non-porous surfaces in the medical field (quantitative test without mechanical action)

Tested in an EU-certified laboratory, BioSure’s aqueous ozone meets the following EU standards 
for performance and efficacy:



With only a single press of one button

Sanitation rate 
>99.99%

Serve Life

15000 Bottles5 seconds
Contact time

Achieve exceptional hygiene effortlessly with BioSure’s Professional OSB. 
With a simple button press, this advanced spray bottle converts tap water 
into a powerful oxidizing cleaner and sanitizer that surpasses bleach, 
without hazardous odors, fumes, or harmful residues. Aqueous ozone is 
safe for people yet highly effective against dirt and germs, eliminating odors 
and pathogens on various surfaces. The OSB Pro features a pressurized 
misting nozzle that provides a wider spray range and thorough coverage 
for more convenient and efficient cleaning.

OSB Pro
PROFESSIONAL AQUEOUS OZONE SPRAY BOTTLE 

Effortless Sanitation
& Deodorization

Boost Efficiency, 
Elevate Bacteria Removal

Simplifying Surface Sanitation and Hygiene

Model No. EOS7161-P

Bottle Reservoir Capacity Max 150 ml (5 oz.)

Aqueous Ozone Output Up to 1.6 ppm spray concentration

Dimensions (D x H) 53 x 255 mm (2.1” x 10”in.)

Net Weight 308 g (0.7 lbs)

Battery Li-ion 3.7V, 1200mAh

Charger DC 5V, 1A (USB-C)

Operating Water Cold, Clean Tap Water*1

Service Life Up to 15000 spray bottles or 2250 L 
of aqueous ozone production

Model: EOS7161-P

Model: EOS7252-TB
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The OTB Aqueous Ozone Towel Box takes your cleaning to the next level. Designed to pre-load up 
to 10 microfiber towels, the system automatically sprays a precise amount of aqueous ozone onto 
each towel before use, enhancing its ability to kill germs, bacteria, and viruses for superior hygiene 
with every wipe.

OTB 
AQUEOUS OZONE TOWEL BOX

Enhanced Hygiene with Every Wipe – Powered by BioSure

Additionally, the system can provide ready-to-use aqueous ozone solution, perfect for filling 
cleaning spray bottles for sanitization needs. Ideal for high-traffic environments, the OTB ensures 
that every towel delivers an added layer of cleanliness and protection – without the need for harsh 
chemicals. Efficient, effective, and effortless disinfection with every easy pull.

Model No. EOS7252-TB

Towel Holding Capacity Up to 10 Towels

Aqueous Ozone Output Up to 2.0 ppm, 2 L (0.53 gal) per full fill
(for spray bottling)

Dimensions (W x D x H) 265 x 345 x 207 mm (10.4” x 13.6” x 8.2”in.)

Net Weight 3.5 kg (7.7 lbs)

Battery Li-ion 9V, 20000mAh

Charger DC 5V, 2A (USB-C)

Operating Water Cold, Clean Tap Water*1

Service Life Up to 62600 Towels or 9000 L
of aqueous ozone output



The BioSure WDS Series transforms tap water into powerful aqueous ozone directly in-line, offering 
a simpler, safer, and more sustainable solution for cleaning, sanitation, and 
deodorization. This advanced system allows cleaning professionals to 
achieve exceptional hygiene standards effortlessly, while effectively 
eliminating odors without the need for harsh chemicals.

WDS Series
Water Disinfection Systems

Effortless Cleanliness at Your Fingertips

With the WDS Series, you benefit from:

Effective disinfection that eliminates harmful pathogens.

Powerful deodorization that neutralizes odors.

Reduced reliance on hazardous chemicals.

Simplified and convenient cleaning processes.

Enhanced safety for both staff and clients.

Environmentally friendly sanitation practices.

WDS6000XWDS6000X

WDS3000XWDS3000X

WDS1200XWDS1200X
WDS1200XWDS1200X

OSB ProOSB Pro

OTBOTB

Bottle FillBottle Fill

Surface SpraySurface Spray

Ice MachineIce Machine

LaundryLaundry DishwasherDishwasher

FaucetFaucet

Cleaning SprayCleaning Spray

Mirror CleaningMirror Cleaning

Bucket FillBucket Fill

Microfiber Towels Microfiber Towels 
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*2. Service life estimate based on a configuration with a 1 ppm dissolved ozone output concentration.

*1. Cold, clean tap water: Temperature < 30°C, filtered to ≤ 1 μm, with TDS > 30 ppm required for 
     minimum electrolytic performance. For optimal results, TDS should be > 60, and hardness should 
     be < 250 ppm as CaCO3 to minimize electrode scaling.

WDS6000X
Model No. EOS7178-PQX

Flow Capacity 200 - 4600 LPH (0.8 - 20.2 GPM)

Aqueous Ozone Output Up to 2.5 ppm (Flow-Dependent)

Dimensions (W x D x H) 168 x 146.5 x 274.9 mm (6.6” x 5.7” x 10.8”in.)

Net Weight 3.0 kg [6.6 lbs]

Power Supply AC 100 - 120V or 220 - 240V, 50/60Hz

Electrical Rating 170W

Operating Water Cold, Clean Tap Water*1

Service Life 500,000 L (132,000 gal)*2

Connections In & Out: 1” Male Thread Pipe Fitting

HIGH FLOW

WDS3000XWDS1200X

Model No. EOS7211-BX EOS7177-PQX

Flow Capacity 60 - 1650 LPH (0.3 - 7.3 GPM) 100 - 2300 LPH (0.4 - 10.1 GPM)

Aqueous Ozone Output Up to 2.0 ppm (Flow-Dependent) Up to 2.5 ppm (Flow-Dependent)

Dimensions (W x D x H) 117.8 x 79.2 x 123.1 mm (4.6” x 2.9” x 4.8”in.) 140 x 128.5 x 210.5 mm (5.5” x 5.1” x 8.3”in.)

Net Weight 394 g [0.9 lbs] 1.3 kg [2.9 lbs]

Power Supply AC 100 - 240V, 50/60Hz AC 100 - 240V, 50/60Hz

Electrical Rating 15W 96W

Operating Water Cold, Clean Tap Water*1 Cold, Clean Tap Water*1

Service Life 100,000 L (26,400 gal)*2 250,000 L (66,000 gal)*2

Connections
In: 1/2” Female Swivel Nut Adapter

                Out: 1/2” Male Thread Pipe Fitting In & Out: 3/4” Male Thread Pipe Fitting



CLEAN ． SAFE ． OZONE 

BES Group is continually improving its products and reserves the right to change specifications without notice.
© 2024 Biotek Environmental Science Ltd.

Core Parts  
& Modules

Contract
Manufacturing

Complete 
Products

System 
Integration

BES Group, a leader in electrolytic technology since 1988, provides 
products that generate ultra-pure ozone and hydrogen through 
water electrolysis. Our solutions are widely adopted across various 
industries, including Sanitary & Wellness, HORECA, Food Supply, 
Health & Hygiene Care, and Water System Treatment. BES Group 
products undergo rigorous testing for high performance, safety, 
and reliability. They are certified by government agencies and 
renowned third-party laboratories, ensuring the highest quality 
standards for our customers.

www.biosurepro.com

ZHONGTE ENVIRONMENTAL TECHNOLOGY CO., LTD.
Shanghai

China

www.biosureozone.com

BIOSURE NORTH AMERICA, LLC.
San Antonio, Texas

North America

www.besgroups.com

BIOTEK ENVIRONMENTAL SCIENCE LTD.
New Taipei City, Taiwan

Headquarters/Asia/Taiwan

www.besgroups.com.au

BES GROUP (AUST) PTY LTD.
Melbourne, Victoria

Oceania

ISO 9001 & 13485 Certified

www.besgroup.com.cn

YANTAI UNITED OZONETEC CORPORATION
Yantai, Shandong, China

Factory

www.besgroupthailand.com

B.E.S. GROUP (THAILAND) CO., LTD.
Nonthaburi

Thailand 

Member of 

www.biosureozone.asia

Malaysia

Petaling Jaya
BES NETWORK (M) SDN BHD.

www.biosureozone.com.uk

United Kingdom

Cumbernauld, Scotland
BIOTEK ENVIRONMENTAL SCIENCE UK LTD.

Philippines

Manila
BES GROUP PHILIPPINES INC. 

Registered


